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Electric eco cool box

' Thermoelectric Coolbox

Model No.CT-26 AC/DC Dual Power

Capacity
Voltage
Power

Model No.CT-26 DC 12V (available)

=

Electric eco cool box

3 I Cooling capacity
Cooling system
Main material
Insulation
Product dimension
Weight
EEl class

Certification

25 Litres

230-240VAC 12VDC

AC43W DC46W

18 below ambient temperature
Thermoelectric cooling technology
PP

Expanded Polystyrene(EPS)foam
W401xD301xH470mm

NW:3.9 kgs

D class

CE LVD/ EMS, ERP, Food Grade

Model No.CT-30 AC/DC Dual Power

Capacity
Voltage
* Power

Insulation

Weight
EEI class

Cooling capacity
Cooling system
Main material

Product dimension

Certification

30 Litres

230-240VAC 12VDC

AC43W DC46W

18 below ambient temperature
Thermoelectric cooling technology
PP

Expanded Polystyrene(EPS)foam
W401xD301xH516 mm

NW:4.5 kgs

D class

CE LVD/ EMS, ERP, Food Grade

Model No.CT-30 DC 12V (available)
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Below for AC/DC ver.

EEIENERGY =

Cosl Concept
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Below for AC/DC ver.
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Electric eco cool box

Model No.BT-23

Capacity 23 Litres
Voltage 230-240VAC 12VDC
Power ACT70W DC48W

Cooling capacity 18 below ambient temperature
Cooling system  Thermoelectric cooling technology
Main material PP

Insulation Expanded Polystyrene(EPS)foam
Product dimensionW376xD295xH388mm
Weight NW:3.5 kgs

EElvalue/class 26.62/A++
Certification CE LVD/ EMS, ERP, Food Grade

Model No.BT-23 DC 12V (available)

Thermoelectric Coolbox ‘

Below for AC/DC ver.

EEIENERGY =
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' Thermoelectric Soft-sided cool bag

Model No.TG-25

Model No.TG-29

13-15 below ambient temperature
Thermoelectric cooling technology
600D Polyester, PVC lining

13-15 below ambient temperature
Thermoelectric cooling technology
600D Polyester, PVC lining

Cooling capacity
Cooling system
Main material

W390xD310xH350mm
W825xD375xH410mm/5pcs/CTN
NW:2.45 kgs
1056/20',2160/40'GP, 2520/40'HQ

W380xD285xH340mm
W740xD370xH408mm/5pcs/CTN
NW:2.35 kgs

1200/20' ,2610/40'GP, 3045/40'HQ

Product dimension
Packing dimension

Power Adaptor ‘

EXTERNAL POWER ADAPTOR
Use for Thermoelectric or DC Compressor cool box

Model No. PS-512E(Euro AC Plug)

Accessories for cool box and compressor cool box

Switching mode power supply high efficiency and complex

size in the use of your thermoelectric or compressor cool boxes. ENERGY EFFICIENCY
Ideal for uses at home, office, resort and outdoor garden.

Meets European directive to efficiency energy 88% external
power supply approval. Design by perfect power circuitin
lightweight and smaller sizes than other power in the market.

Input volt 220V-240V AC 50/60Hz
Output volt 12V DC

Output power 5A

Consumption 60W

Other models PS-512UK for Input 240V with BS standard AC plug.

Model No. MP-612(Euro AC Plug)
Meets European directive to efficiency energy 88% external power ENERGY EFFICIENCY
supply approval. Design by perfect power circuit in lightweight

and smaller sizes than other power in the market. Areal cool power
runs very low temperature when it is loading.

Input volt 100V-240V AC 50/60Hz
Output volt 12V DC

Output power 5.3A

Consumption 63.6W

Other models MP-612UK for Input 240V with BS standard AC plug.



' 3-Way Absoprtion Top Opening Cooler

Features

High performance with superior absorption technology Boundless
independence for all outdoor enthusiasts.

No compressor ,no moving part, no vibration.

Noiseless and convenient cooling comfort anywhere.

Extremely high reliability and long life expectancy.

Robust colour bond steel cabinet, unbreakable &

rust free 3—-way power supply - AC,DC and even Gas

Applications

Enjoy real comfort and cool pleasure anywhere in anytime.

No matter where you are-in cars ,leisure outdoor picnic ,wild camping,
caravan or at cottage.

Practical details

Get flame indicator

Bubble level for easy install on flat & safe ground with clear
Battery ignition system fast & efficiency

Model No.TA-42G
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Capacity
Voltage

Gas Comsumption
Cooling capacity
Refrigeration
Refrigeration type
Product dimension
Packing dimension
Weight

Loading

Model No.TA-50G

Capacity
Voltage

Gas Comsumption
Cooling capacity
Refrigeration
Refrigeration type
Product dimension
Packing dimension
Weight

Loading

42 Litres

AC:230-240V 80W

DC:12V 85W

160W,11.6g/h

20-23 below ambient temperature
R717

C-pentane, totally CFC free
W502xD473xH490mm
W545xD560xH565mm
NW:16.5kgs GW:19kgs
160/20',336/40'GP, 336/40'HQ

46 Litres

AC:230-240V 80W

DC:12V 85W

160W,11.6g/h

20-23 below ambient temperature
R717

C-pentane, totally CFC free
W502xD473xH520mm
W545xD560xH595mm
NW:17.5kgs GW:20 kgs
120/20',252/40'GP, 336/40'HQ

Model No.FA-43G

Capacity
Voltage

Gas Comsumption
Cooling capacity
Refrigeration
Refrigeration type
Product dimension
Packing dimension
Weight

Loading

Model No.FA-62G

Capacity
Voltage

Gas Comsumption
Cooling capacity
Refrigeration
Refrigeration type
Product dimension
Packing dimension
Weight

Loading

3-Way Absoprtion Standing Fridge

42 Litres

AC:230-240V 80W

DC:12V 85W

160W,11.6g/h

20-23 below ambient temperature
R717

C-pentane, totally CFC free
W435xD463xH597mm
W475xD495xH660mm

NW:18 kgs GW:19.5kgs
144/20' ,288/40'GP, 384/40'HQ

62 Litres

AC:230-240V 90W

DC:12V 95W

160W,12g/h

20-23 below ambient temperature
R717

C-pentane, totally CFC free
W486xD506xH650mm
W540xD555xH730mm
NW:21.5kgs GW:24 kgs
120/20',252/40'GP , 252/40'HQ




' Portable AC Compressor Cooler & Freezer

Feature

High efficiency AC compressor design for portable cool box in light
weight to be carry-out for outdoor events or swimming pool-side party.
Fast cooling or and easy carry and storage sizes ideal for keeping cool

or freezing BBQ meat by such compact cool box.

Applications

Enjoy real comfort and cool pleasure anywhere, anytime you want to stay
inside our outside in summer time. It is easy to plug and play with AC plug
with along cable just one step and power on all the time.

Practical details

Integrated Control Panel compartment with cover to protect your power
switch Cable rack on rear side to tidy up the cable when you power off

AC cable included and you can easy to extend it from rear side to plugin
AC thermostat adjust the temperature from cooling +10C to freezing -15C
No slot or gap storage compartment keep all the thing clean & clear

Model No.AC-35

Capacity 33 Litres

Voltage AC:230-240V 65W

Cooling capacity ~ -18~10 below ambient temperature
Refrigeration R600a

Refrigerationtype  C-pentane, totally CFC free

Product dimension W502xD447xH465mm

Packing dimension W605xD545xH510mm

Weight NW:17.5kgs GW:19 kgs

Loading 152/20',312/40'GP , 390/40'HQ

Model No.AC-42

Capacity 41 Litres

Voltage AC:230-240V 70W

Cooling capacity ~ -18~10 below ambient temperature
Refrigeration R600a

Refrigeration type  C-pentane, totally CFC free
Product dimension W502xD487xH465mm

Packing dimension W605xD585xH510mm

Weight NW:18 kgs GW:19.5kgs
Loading 144/20',304/40'GP , 380/40'HQ
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Portable AC Compressor coolbox & Hybird system

High efficiency AC compressor design for outdoor and DC build-in wear free
thermoelectric cooling system. Movable and portable for all the purpose of
leisure, camping, picnic & swimming pool side events.

Fast cooling or freezing by adjustable temperature control knob.

When the storage reach the performance you can switch to DC 12V by car,
boating or battery to keep the food or beverage.

Enjoy real conform and cool pleasure . Anywhere, any time no matter
Indoor or outdoor to an ideal moving cool box to be with you on the way
By car or caravan or at home

Control panel with cover for protection

Cable grid rack for cable to be fixed and extended when uses

AC power for home use or DC 12V power for Car uses

AC Cable & D¢ cable included for plug-in the socket on the cool box rear side

Model No.AB-42

Capacity 41 Litres

Voltage AC:230-240V or DC:12V

Power AC:70W DC:65W

Cooling capacity ~ -15~10 below ambient temperature
Refrigeration R600a

Refrigeration type  C-pentane, totally CFC free
Product dimension W502xD487xH465mm

Packing dimension W605xD585xH510mm

Weight NW:19.5kgs GW:21.5 kgs
Loading 144/20',304/40'GP, 380/40'HQ




PG-20

Portable
DC compressor
cool box with wheels

Portable DC Compressor Cooler & Freezer ‘

Features

Outgoing DC compressor Cooler & Freezer

Extendable handle & Nylon wheels

Included 1 adjustable divider keeps flexibility

Silent & light weight compressor operation

DC 12 & 24V and external Power adaptor(option)

Meets universal worldwide 100-240V AC standard(option)

Model No.PG-20

Capacity 20 Litres
Voltage DC:12V/24V auto-switchable
Power 45W

Cooling capacity  -18~10 below ambient temperature
Refrigeration R134a

Refrigerationtype  C-pentane, totally CFC free

Product dimension W585xD325xH320mm

Packing dimension W670xD425xH405mm

Weight NW:12.5kgs GW:15kgs

Loading 240/20',495/40'GP , 594/40'HQ

LCD Control Panel
Magnetic Door Lock
DN
10



' Portable DC Compressor Cooler & Freezer

Model No.PG-21

Capacity 21 Litres
Voltage DC:12V/24V auto-switchable
Power 45W

Cooling capacity -18~10 below ambient temperature
Refrigeration R134a

Refrigeration type C-pentane, totally CFC free

Product dimension W590xD325xH310mm

Packing dimension W675xD410xH400mm

Weight NW:13.8 kgs GW:15.4 kgs
Loading 240/20',500/40'GP, 600/40'HQ
Model No.PD-32

Capacity 32 Litres

Voltage DC:12V/24V auto-switchable
Power 55W

Cooling capacity  -18~10 below ambient temperature
Refrigeration R134a

Refrigeration type C-pentane, totally CFC free

Product dimension W590xD325xH440mm

Packing dimension W675xD410xH530mm

Weight NW:15.3 kgs GW:16.9 kgs

Loading 176/20',360/40'GP , 450/40'HQ

Model No.PG-35

Capacity 35 Litres
Voltage DC:12V/24V auto-switchable
Power 55W

Cooling capacity  -18~10 below ambient temperature
Refrigeration R134a

Refrigeration type C-pentane, totally CFC free

Product dimension W650xD400xH395mm

Packing dimension W680xD480xH475mm

Weight NW:17.1kgs GW:20 kgs

Loading 160/20',336/40'GP , 420/40'HQ

Model No.PG-45

Capacity 45 Litres
Voltage DC:12V/24V auto-switchable
Power 55W

Cooling capacity -18~10 below ambient temperature
Refrigeration R134a

Refrigeration type C-pentane, totally CFC free

Product dimension W650xD400xH465mm

Packing dimension W680xD480xH545mm

Weight NW:18.5kgs GW:21.5kgs

Loading 160/20',336/40'GP , 382/40'HQ

DC Compressor Coolbox & Freezer

Safe clip latch

Manual override switch

Easy strap fix handle

Suitable for solar power operation
Ventilation holes for optimal air flow

Model No.PD-55 Model No.PD-60

Capacity 55 Litres 60 Litres

Voltage DC:12V/24V auto-switchable DC:12V/24V auto-switchable

Power 60W 60W

Cooling capacity -18~10 below ambienttemperature -18~10 below ambient temperature
Refrigeration R134a R134a

Refrigeration type  C-pentane, totally CFC free
Product dimension  W740xD420xH470mm
Packing dimension  W840xD520xH560mm

C-pentane, totally CFC free
W740xD420xH470mm
W840xD520xH560mm

Weight NW:26 kgs GW:29 kgs NW:26 kgs GW:29 kgs
Loading 116/20',232/40'GP , 232/40'HQ 116/20',232/40'GP , 232/40'HQ

Model No.PG-75

Model No.PG-95

Capacity 75 Litres 95 Litres

Voltage DC:12V/24V auto-switchable DC:12V/24V auto-switchable

Power 65W 65W

Cooling capacity -18~10 below ambient temperature -18~10 below ambient temperature
Refrigeration R134a R134a

Refrigeration type  C-pentane, totally CFC free C-pentane, totally CFC free

Product dimension  W830xD505xH470mm W900xD550xH470mm

Packing dimension  W930xD605xH560mm W1000xD650xH560mm

Weight NW:30 kgs GW:33 kgs
Loading 84/20' ,176/40'GP , 176/40'HQ

NW:33 kgs GW:36 kgs
81/20',171/40'GP , 192/40'HQ
12
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Capacity

Voltage

Power

Cooling capacity
Refrigeration
Refrigeration type
Product dimension
Packing dimension
Weight

Loading

Model No.R-95Y

Capacity

Voltage

Power

Cooling capacity
Refrigeration
Refrigeration type
Product dimension
Packing dimension
Weight

Loading

' Upright DC compressor Fridge & Freezer

Model No.R-50Y

45Litres(Fridge) , 5Litres(Freezer)
DC:12V/24V auto-switchable
60W

0~10°C(Fridge) , -18°C(Freezer)
R134a

C-pentane, totally CFC free
W430xD480xH510mm
W460xD515xH530mm
NW:15kgs GW:17 kgs
544/40'HQ

85Litres(Fridge), 10Litres(Freezer)
DC:12V/24V auto-switchable

60W

0~10°C(Fridge) , -18°C(Freezer)
R134a

C-pentane, totally CFC free
W450xD457xH834mm
W465xD490xH860mm

NW:20 kgs GW:22 kgs
276/40'HQ

Model No.BCD-65

Capacity

Voltage

Power

Cooling capacity
Refrigeration
Refrigeration type
Product dimension
Packing dimension
Weight

Loading

45Litres(Fridge) , 20Litres(Freezer)
DC:12V/24V auto-switchable

75W

0~10°C(Fridge) , -18°C(Freezer)
R134a

C-pentane, totally CFC free
W450xD457xH772mm
W515xD520xH810mm

NW:20 kgs GW:22 kgs
330/40'HQ

Upright DC compressor Fridge & Freezer

Model No.BCD-90F

Capacity

Voltage

Power

Cooling capacity
Refrigeration
Refrigeration type
Product dimension
Packing dimension
Weight

Loading

60Litres(Fridge) , 20Litres(Freezer)
DC:12V/24V auto-switchable

72W

0~10°C(Fridge) , -18°C(Freezer)
R134a

C-pentane, totally CFC free
W450xD457xH830mm
W505xD520xH915mm

NW:24 kgs GW:28 kgs
236/40'HQ

Model No.BCD-118

Capacity

Voltage

Power

Cooling capacity
Refrigeration
Refrigeration type
Product dimension
Packing dimension
Weight

Loading

51Litres(Fridge), 61Litres(Freezer)
DC:12V/24V auto-switchable

75W

0~10°C(Fridge) , -18°C(Freezer)
R134a

C-pentane, totally CFC free
W450xD457xH1250mm
W505xD520xH1335mm

NW:31kgs GW:34 kgs

184/40'HQ

Model No.BCD-132

Capacity

Voltage

Power

Cooling capacity
Refrigeration
Refrigeration type
Product dimension
Packing dimension
Weight

Loading

92Litres(Fridge) , 40Litres(Freezer)
DC:12V/24V auto-switchable

75W

0~10°C(Fridge) , -18°C(Freezer)
R134a

C-pentane, totally CFC free
W450xD457xH1264mm
W505xD520xH1335mm

NW:38 kgs GW:42 kgs
148/40'HQ

14



' DC compressor Drawer

Model No.CR-32

Capacity 31 Litres

Power 45W 12 & 24V DC

Cooling capacity Setting-15 to+10 setting (air temperature)
Noise 45dB

Sizes(W.D.H)I W440xD250xH732mm

Weight 16 kgs

Loading 224/20' ,462/40'GP , 528/40'HQ

Anti-shaking

15
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DC compressor Cabinet ‘

Model No.CR-50

Capacity

Voltage

Power

Cooling capacity
Refrigeration
Refrigeration type
Product dimension
Packing dimension
Weight

Loading

40Litres(Fridge) , 6Litres(Freezer)
DC:12V/24V auto-switchable
48W

0~10°C(Fridge) , -18°C(Freezer)
R134a

C-pentane, totally CFC free
W490xD380xH530mm
W555xD460xH560mm
NW:14.5kgs GW:16.5kgs
208/20',432/40'GP, 432/40'HQ

Model No.CR-80

Capacity

Voltage

Power

Cooling capacity
Refrigeration
Refrigeration type
Product dimension
Packing dimension
Weight

Loading

70Litres(Fridge) ,8Litres(Freezer)
DC:12V/24V auto-switchable
48W

0~10°C(Fridge) , -18°C(Freezer)
R134a

C-pentane, totally CFC free
W545xD457xH630mm
W610xD560xH680mm

NW:17.8 kgs GW:19.8 kgs
114/20',240/40'GP , 240/40'HQ




' Portable Air Conditioners
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Model No.PD-700

Cooling Capacity
Cooling
Refrigerant
Consumption
Connection
Sizes(W.D.H)
Weight

Model No.PD-3A02

Cooling Capacity
Cooling rated Input
Heating rated Input
Cooling
Refrigerant
Consumption
Connection
Sizes(W.D.H)
Weight

700W(2400BTU)
16 -30

R134a

250w

DC24V
585x230x337mm
10.5kgs

900W(3085BTU)

340W

600W

16 -30

R134a

250W

AC:230V 50/60Hz
585x230x337mm

11.5kgs

Under Bench Air Conditioner ‘

Model No.U28

Cooling
Refrigerant
Consumption
Connection
Sizes(W.D.H)
Weight

Cogl
Concept

Cooling Capacity 2050W(7000BTU)

16°C -30°C
R134a

840W

DC24V
575x455x290mm
18 kgs

live: cormlort

Power Product




Battery Charger

BATTERY

c H A R G E R TWIN OUTPUT TWIN OUTPUT TWIN OUTPUT THREE OUTPUT THREE OUTPUT
WT1215T8 : 12V/15A WT.1225-TB : 12V/25A WT-1245-T8: 12V/45A WT1225TC : 12V/25A  WT-1245.7C: 12V/45A
WT-2415-TB : 24V/15A WT-2425-T8: 24V/25A WT-2415-TC : 24V/15A  WT-24257C: 24V/25A

Technical Data:

WT-1225-TB WT-1245-TB WT-1225-TC WT-1245-TC
D bihitndaide WT-2415-TB WT.2425-TB WT-2415.TC WT-2425.TC
Battery Connection: One plus 1A two two Two plus 1A three
output for : Starter output for : Starter
battery battery
Input voltage range 115V 98 -132VAC / 50-60Hz
230v 207-253VAC / 50-60Hz
Charging end voltage: 12V 14.4V/14.8V 14.4v/14.8V 14.4V/14 8V 14.4V/14.8V 14.4v/14.8V
WT-1215T8 : 12V/15A 28V 28.8V/29.6V 28.8V/29.6V 28.8V/29.6V 28.8V/29.6V
Economic charging voltage 12V 13.8V 13.8v 13.8v 13.8v 13.8v
24V 2786V 27.6V 278V 27.8V
THREE OUTPUT
WT-12257C - ]2V/25A Max. battery capacity: 12v 150Ah 300Ah 500Ah 300AN 500Ah
y 200Ah 300Ah 200Ah 300Ah
WT.24151C : 24V/15A i
U0 phase limitation: 4h or 8h
Max. i 1 15A 25A 45A 25A 45A
TWIN OUTPUT SO St :: . e e )
WT-1225T8 : 12V/25A = — 2 s
WT-2415-TB : 24V/15A ; :
Dimensions (mm): 200 x 60 x 260 240 x 77 x 310 230 x 108 x 325 240 x 77 x 310 230 x 108 x 325
Fuse 115V T4A250V T8A/250V T12A/250V T8A/250V T12A/250V
230v T2A/250V T4A250V T6.3A/250V T4A250V T6.3A/250V
Weight 2.4 kgs 3.5 kgs 5.05 kgs 3.5kgs 5.05 kgs
Prolection 1. Short circuit protection
THREE OUTPUT 2. Overload protection
WT-1245-TC: 12V/45A 3. Reverse polarity protection
TWIN OUTPUT / 4
WT-2425TC: 24V/25A . Overtemperature protection

WT-1245-TB: 12V/45A

WT-2425-TB: 24V/25A Features :
. ] ;
= 3 stages charging
| Phase o U0 Phase _ U Phase = Remote control: Accessories No. 900-RC.
S 4/8h Y = Temperature sensor: Accessories No. TF-500
» External dip switch: Voltage selectable, charging timer selectable.
u = Sleeping mode: Fan stops working.
= No “trickle charge" to be bill off electrolyte.
= Design for installation anywhere on board
o / = Maintains batteries in perfect condition and prolong their useful life.
|
I(A)
| 80% ( €
I 10%
OEM & ODM are welcome.
Time(t) T
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Battery Charger

BATTERY
CHARGER

HIGH-FREQUENCY SWITCHING "_'—'_' ~
CHARGER WITH MOS-FET SWITCHING SUPPLY

TWIN OUTPUT THREE OUTPUT TWIN OUTPUT
WT-1260-TB: 12V/60A WT-1260-TC: 12V/60A WT-1280-TB:12V/80A
WT-2430-TB: 24V/30A WT-2430-TC: 24V/30A WT-2440-TB:24V/40A

Technical Data:

Article number WT-1260-TB WT-1260-TC WT-1280-TB
WT-2430-TB WT-2430-TC WT-2440-TB

Max battery capacity:

Max charging current:

Charging and voltage:

12v
24V

12v
24V

12v
24V

14.4V/14.8V
28.8V/29.6V

600Ah
300Ah

60A
30A

14.4V/14.8V
28.8V/29.6V

600Ah
300Ah

60A
30A

14.4V/14.8V
28.8V/29.6V

800Ah
400Ah

80A
40A

Dimentions (mm): 230 x 108 x 325 230 x 108 x 325 230 x 108 x 375

| Phase U0 Phase U Phase Features :
4/8h = 3 stages charging

U = Remote control: Accessories No. 900-RC
= Temperature sensor: Accessories No. TF-500
= External dip switch: Voltage selectable, charging timer selectable

= No “trickle charge” to be bill off electrolyte
= Design for installation anywhere on board
= Maintains batteries in perfect condition and prolong their useful life.

Time(t) —>

OEM & ODM are welcome.
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Battery Charger

Battery Charger

art Charger
Q(test choice

WSC-1215
WSC-1230
WSC-2415

WSC-1215SB
WSC-1230SB

Charging stages /’

IUOU charger 100-240V AC full range input

Features //

Full Range Input

Microprocessor Controller Inside

Power Factor Correction > 0.97
High Efficiency > 90% (230VACQ)
4 Stages Charging - | - Uo - U - Equalization
Battery Charger and Power Supply Selectable

e Compact and Light Weight

RC-600 Remote Control

TF-100 Temperature Sensor

1(A)

U (V)

23

80%

Equalization
Phase | UoPhase _ _UPhasel | i = _,
4/6/8/ch | |
i 1
—_—————— /
Va - | I——
/
u\y/
/I I/ | I
/ 100%

|
|
|
|
|
|
|
|
|
|
|
|
I
I 50%
|

|

|

Conditioning

= Bd_'_ =) Time
_ o
3hrs
(S3"E.Q."pushed )  gomins

Product Specification

_ WSC-1215 | WSC-1215SB| WSC-1230 | WSC-1230SB| WSC-2415

Input voltage range 100-240VAC

Input frequency 50-60Hz

Power _factor 2097

correction

Efficiency at 230VAC >90% >91% >91%
Efficiency at 115VAC >87% >88% >88%
Input current at

230VAC 1.1A 2.2A 2.2A
Input current at

115VAC 2.3A 4.2A 4.2A

Charge mode

Normal 3-Stage/Equalization 4-Stage

Output charging

14V/14.4V/14.8V

14V/14.4V/14.8V

28V/28.8V/29.6V

voltage

Output float voltage 13.5V/13.8V 13.5V/13.8V 27Vi27.6V
Output power mode 13.2V 13.2V 26.4V
voltage

Output charging 0-15A 0-30A 0-15A

current

Equalization mode

14.8V/15.5V (0-8A)

14.8V/15.5V (0-15A)

29.6V/31V(0-8A)

Half power mode

(Gt meek) 0-8A 0-15A 0-8A
Battery connection 2

Battery types Lead-acid/GEL/AGM/Li-lon

Battery capacity 150Ah 300Ah 200Ah
SB charging voltage N.A. 13.8V N.A. 13.8v N.A.
SB charging current N.A. 2A N.A. 2A N.A.
SB connection

(Starter battery) N-A. ! N-A. ! NA.
Operating temperature -20°C ~ +50° C

Storage temperature -40°C ~ +85° C

Air humidity 10 - 90%

Remote control RC-600

(accessory)

Temperature

compensation TF-100

(accessory)

TR i) 245%171%70 26517170 265%171%70
L*W*H

Weight 1.4 KGS 1.6 KGS 1.6 KGS

Safety Standard:

EN 60335-1, EN 60335-2-29

EMC Standard:

EMI: EN 55014-1, EN 61000-3-2, EN 61000-3-3

EMS: EN 55014-2, IEC 61000-4-2, 3, 4,5,6,11

Protective devices

Short circuit protection

Over voltage protection

Over current protection

Battery charger over temperature

Battery over temperature

24



25

Pure Sine Wave Power Inverter

150W/300W -

DC to AC Power Inverter

Advanced Series

Pure Sine Wave

Features:

Switching mode design

High efficiency, low harmonic distortion

Pure sine wave output voltage

12 or 24 VDC input and 115 or 230 VAC output
Power on : LED indicator lighting green

Over temperature and over voltage Protection:
LED indicator lighting orange

Compact and light weight

Protection:

= |nput low voltage

= |nput over voltage
= Low battery alarm
= Over temperature
= Over load

= Short circuit

Run AC Appliances from your Car, Boat and RV!

Pure Sine Wave

Specifications
Available for both 115VAC and 230VAC

Pure Sine Wave Power Inverter

WT-15SN series - 150W

WT-30SN series - 300W

Item number

WT-15SN-12A
WT-15SN-12E

WT-15SN-24A
WT-155N-24E

WT-30SN-12A
WT-30SN-12E

WT-30SN-24A
WT-30SN-24E

Rated input voltage

12 Vv DC

24V DC

12V DC

24V DC

Output Power:
Continuous
15 Minutes

Surge

Maximum input current

20A

10A

40A

20A

Output voltage 115VAC
230VAC

115VAC +/- 3%
230VAC +/- 3%

Output frequency

50 Hz or 60Hz to be specified

Output wave form

Pure Sine Wave

Total Harmonic Distortion

<3%

Idle current  115VAC
Consumption 230VAC

<0.5A
<0.6A

<0.3A
<0.4A

<0.5A
<0.7A

<0.4A
<0.5A

Input voltage range

10.5V-16.5V

21V-33V

10.5V-16.5V

21V-33V

Low voltage alarm

Low voltage shutdown
Efficiency up to
Dimensions (L x W x H)
Weight
Option-Remote Control

Applications:

10.5V

21V

10.5V

21V

10V

20V

10V

20V

210 x 147 x 66 mm

210 x 147 x 66 mm

1.28 kgs

1.4 kgs

Applications:
Keep it cool in .
your compact Light up
REFRIGERATOR th_e night
or FREEZER! with a LAMP!
Stay Tuned... Recharge the
Take the TV along! CAMCORDER!

Work on the
LAPTOP,
online,
anytime!

Plug in the VCR
and watch a
movie!

Keep on dancing
to the STEREO!

Be ready...
operate and
recharge your
POWER TOOLS!

= Home electronics, office equipment, small tools and appliances.
= Battery chargers for camcorders, laptop computers, cellular phones & power tools.
= |deal for camping, boating, caravans, mobile office, field work, emergency power and many other uses.

DIN EN 150 9001
Cert 100 03021

OEM & ODM are welcome.
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' Pure Sine Wave Power Inverter

PURE SINE WAVE 44

3000W N DC to AC Input and output fully isolated design
Power Inverter Pure sine wave output (THD<3%)

Efficiency max. >90%
Temperature controlled cooling fan
Power meter (to go with RC-300)
Remote Control (optional)
Hardwiring

Protection

Low battery alarm
Input under voltage
Input over voltage
Over load

Over temperature
Short circuit

Specifications

Item number 300S-12E 300S-24E 300S-12A 300S-24A
Rated input voltage 12VDC 24VDC 12VDC 24VDC
Constant output power 3000W
Peak output power 6000W
(a max. of 10 min.) (3200W)
Maximum input current
Output voltage 230VAC + 3% 115VAC + 3%
Output frequency 50Hz + 1Hz 60Hz + 1Hz
Output wave form Pure Sine Wave
Total harmonic distortion <3%
No load current <1.9A <1.5A <1.6A <1.0A
Input voltage range 10.7V—-16.5V 21.4V - 33V 10.7V —16.5V 21.4V - 33V
Low voltage alarm 10.7V 0.1V 21.4V 0.2V 10.7V £0.1V 21.4V+0.2V
Low voltage shutdown 10V £0.1V 20V +0.2V 10V £0.1V 20V +0.2V
High voltage shutdown >16.5V >33V >16.5V >33V
Over load shutdown = 3300W

hort circuit shutdown 1~1.5 Seconds
Over temperature shutdown 90 +/-5°C (Transformer T3)
Over temperature restart 65 +/-5°C (Transformer T3)

il

none GFCI Socket (5~6mA)
Fuse
Cooling Temperature Controlled Fan
Fan on 55 +/-3°C (Transformer T6)
Fan off 45 +/-3°C (Transformer T6)
-20~40°C
>88% >90% >85% >88%
Dimension (L x W x H) mm 456.5 x 263 x 145 mm

(Lx W x H) inches 17.97 x 10.35x 5.7 inch

(LB) 216 Ibs
RC-300
EN60950-1 Meet UL458
EN55022: Class A FCC Part 15 (B), Class A
ENG1000-3-2, -3-3
EN55024:
EN61000-4-2, -4-3, -4-4, -4-5,
-4-6, -4-8, -4-11
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Pure Sine Wave Power Inverter

PURE SINE WAVE

120W/250W - DC to AC
Power Inverter

Features

Switching mode design

High efficiency, low harmonic distortion

12 or 24VDC input and 120 or 230 VAC output
Power on: LED indicator lighting green

USB port: To power all modern electronic products
Compact and light weight

Protection

Input low voltage
Input over voltage
Over temperature
Overload

Short circuit

Specifications

[tem number WT-12S-12A WT-12S-24A WT-25S-12A WT-25S-24A
WT-12S-12E WT-12S-24E WT-25S-12E WT-25S-24E
Rated input voltage 12VDC 24VDC 12VDC 24VDC
Output power:

Continuous

Surge

Maximum input current

Low voltage shutdown

Output Voltage 120VAC 115VAC +/-3%

Suge |
[ Maximum input current |
[Low voltage shutdown _|
50Hz + THz
Pure Sine Wave
<3%
<0.5A <0.3A <0.6A <0.4A
<0.7A <0.5A
10V - 165V 20V - 33V 10V - 16.5V 20V - 33V
8% B6% 8%
Dimensions 190x105x30mm 234.3x112.4x43.5mm
(LxWxH) 204x105x30mm 235.5x112.4x46mm
453g 885
Temperature Control
-0-40°C
5V +/-0.1V /500mA 5V +/-0.1V /2.1A
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' Pure Sine Wave Power Inverter

Pure Sine Wave

700W/1100W /1600W/2200W
DC to AC Power Inverter

MCU Control

Features

Input and output fully isolated design
Pure sine wave output (THD<2.5%)
Efficiency max.>90%

MCU control

Temperature controlled cooling fan
Output frequency 50/60Hz switchable
Remote control (optional)

Protection

29

Input low voltage

Input over voltage
Low battery alarm
Over temperature

Over load

Short circuit

DC Terminal with protective cover

RC-15 Remote Control

WSI Series-1100W

WS Series-2200W

Specifications

Available for both 115VAC and 230VAC

Pure Sine Wave Power Inverter

WSI-70S-12A | WSI-70S-24A

WSI-110S-12A | WSI-110S-24A

WSI-160S-12A | WSI-160S-24A

WSI-220S-12A | WSI-220S-24A

I WSI70S-12E | WSI-T0S-24E | WSI-110S-12E | WSI-110S-24E | WSI-160S-12E | WSI-160S-24E | WSI-220S-12E | WSI-2208-24E
Rated input voltage 12VDC 24VDC 12VDC 24VDC 12VDC 24VDC 12VDC 24VDC
g::“:i“;u‘;‘;"s’e“ 700 100w 1600W 2000
O i o 7500 1180W 1720W 23500
1400W 22000 32000 4000W

Surge
Output voltage ~ 115VAC 115VAC £ 3%

230VAC 230VAC £ 3%
Output frequency 50 or 60Hz to be specified £ 0.5Hz
Output wave form Pure Sine Wave
Total harmonic distortion <2.5%
Idle current MSVAC|  <0.6A <05A <0.8A <0.5A <IA <0.6A <1IA <09A
Consumption  230VAC|  <0.8A <06A <A QA <1.5A <IA <19A <12A

ENG1000-4-2, -4-3, -4-4, -4-5, -4-6, -4-8, -4-11

Input voltage range 10.7V~16V | 21.4V~32V | 10.7V~16V | 214V~32V | 10.7V~16V | 21.4V~32V | 10.7V~16V | 21.4V~32V
Low voltage alarm 10.7V10.4V | 21.4Vi02V | 10.7Vi0.1V | 214Vi0.2V | 10.7V10.1V | 214Vi0.2V | 10.7V40.4V | 21.4V0.2V
Low voltage shutdown 10V£0.1V 20v0.2V 10V£0.1V 20V0.2V 10V£0.1V 20V10.2V 10V£0.1V 20V0.2V
High voltage shutdown >16.5V >33V >16.5V >33V >16.5V >33V >16.5V >33V
Overload shutdown 2770W 21210W 21760W 22420W
Short circuit shutdown 1~1.5 Seconds
Input reverse protection Fuse
Effciency up to >87% >89% >87% >89% >86% >88% >86% >88%
>88% >90% >88% >90% >88% >00% >88% >90%
Dimensions(LxWxH) 265 x 233 x 83 mm 315x233 x 83 mm 375x 233 x 83 mm 455233 x 83 mm
Weight 2.6 kgs 3.4 kgs 45ks 5.5kgs
Option-Remote Control RC-15
Safety certification :115VAC Meet UL 458
230VAC ENG0950-1
EMC: 115VAC Meet FCC Part 15 (B)
230VAC EN55022
EN61000-3-2, -3-3
EN55024

OEM & ODM are welcome.
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